
INSTALLATION INSTRUCTIONS

Attention

2. Tear away the yellow tape first, 
then remove the orange 
protective cap.  Don’t squeeze 
the cartridge.

1. Open the package.

Canon Compatible Cartridges

3. Install the cartridge into the 
holder of the printer as 
indicated by the arrow   .

4. Push the cartridge into 
place in the direction shown 
by the arrow    .

4. Press down onto the 
cartridge until the hook snaps 
over it as shown in the 
illustration.

Attention

Brother Compatible Cartridges

2. Peel off the yellow or silver 
tape from the catridge.

3. Keeping the cartridge 
upright, insert the cartridge 
into the printer.  

a). After installing, if printer can’t recognize the cartridge please 
re-install until it shows ‘OK’.

b). To ensure best printing results, please run nozzle check after 
installation.  If nozzle check result is not satisfactory, please run 
nozzle cleaning.  Repeat until nozzle check is satisfactory.

a). After installing, if printer can’t recognize the cartridge please 
re-install until it shows ‘OK’.

b). To ensure best printing results, please run nozzle check after 
installation.  If nozzle check result is not satisfactory, please run 
nozzle cleaning.  Repeat until nozzle check is satisfactory.

1. Open the package.

To receive your own copy of this instruction sheet by email, please simply send a blank message to usage@disc-info.com


